Ground Wire Installation Order

Left and right defined as seen looking at the
instrument from the End Plate Side.

Left (Red) Side

Right (Blue) Side

Rev. Description Dote None

1 Initial Release Dunham

2 Add length, delete Dunham
short wire, change
part 1 from #10 to 7/16".

3 Change lug on TA end Dunham
from 7/16" to 1/4”.

4 Rebuild with heavy braid &3/1% bunham

Approx 10.5 ft

»
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¥a" Lug

Belden 8662 braid covered with 3/8" Expando
FR Plus sleeving, black with white tracer

—

{ %" Lug \@

Cap screw head

(o2}

Ground Wire Installation Instructions

. Scrape off the anodized coating of the Optical Table (HI-A02-01) and Plug Strip Bracket (HI-

A02-07) in the area around the three screws that attach the bracket to the table.

Install the bracket to the table and verify good electrical contact between them.

Scrape off the paint on the plug strips and the anodized coating on the Plug Strip Bracket in

the vicinity of the ¥4-28 mounting plug strip mounting holes to insure good electrical contact.

Place the plug strips by the bracket with their circuit breakers facing away from the table.

Thread the cap screws through the %" lug, lock washers, plug strips, bracket, and mating

nuts as shown in the “"Ground Wire Installation Order” figure.

. Tighten both cap screws and verify good electrical contact between the plug strips, the optical
table, and the other 1/4" ground lug. This should be established by the lockwashers digging
into bare metal surfaces of the parts they are sandwiched between.

" Lug

Cap screw head Lock Washer
Plug strip Plug strip
Lock Washer Lock Washer
Bracket (HI-A02-07) Bracket (HI-A02-07)
Lock Washer Lock Washer
Plug strip Plug strip
Nut Nut

Notes:

1. Roll braid end, insert into lug, crimp twice.

2. Label cable ends with cable number and
“HIPO Safety Ground” using plastic label
and clear Alpha FIT-221B shrink tubing.

3. Shrink 2" of ¥2” black FIT-221-R shrink tube
over each end of sleeving.
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